Performance Indicators for Water Management Programs for Potable Water Systems?

Legionella Concentration

Program Performance

Suggested Response®

(CFU/mL)
<1 or not detected Well Controlled 1
>1 Poorly Controlled 2
>10 Uncontrolled 3
Trending of Test Results Program Performance Suggested Response®
10 - 100 fold increase Poorly Controlled 2
>100 fold increase Uncontrolled 3

Performance Indicators for Water Management Programs for Cooling Towers and Evaporative

Heat Exchangers®

Legionella Concentration

Program Performance

Suggested Response®

(CFU/mL)
<10 or not detected Well Controlled 1
>10 Poorly Controlled 2
>100 Uncontrolled 3
Trending of Test Results Program Performance Suggested Response®
10 - 100 fold increase Poorly Controlled 2
>100 fold increase Uncontrolled 3

Suggested Response

1) Continue Program

2) Review Program: including but not limited to system equipment, records, sample collection and
testing, system parameters such as temperature settings, disinfectant levels etc.

3) Implement Remedial Action: including but not limited to biocide treatment, flushing and other
remedial actions. Conduct post-treatment testing.

Footnotes:

Information is based on guidance from the Centers for Disease Control (CDC) and ASHREA Guideline12-2020.
Eurofins EMLab P&K assumes no liability for any action taken based on the above listed recommendations.

2 The information in this table does not necessarily correlate with health risk and is not predictive of disease.
Results of testing for Legionella have been interpreted based on concentration, extent of colonization and type of

Legionella.

®n health care facilities where at-risk persons are housed or treated and where Legionella growth does not appear
well controlled, consider implementing measures from the health care facility’s water management plan to protect

patients from exposure to aerosols while implementing the guidance.



